
 
 
 

Deltec RST6kVA 
 

To Receive Detailed Quotation Call: 800-306-1125 
 

 

Condition 
 

 

Pre-Owned 
 

 

Model 
 

 

PowerWorks RS 
 

 

Part Number 
 

 

RST62 
 

 

Phase 
 

 

Single 
 

 

KVA 
 

 

6kVA 
 

 

Input Voltage 
 

 

208 
 

 

Output Voltage 
 

120/208 
 

 

Frequency (Hz) 
 

 

60 
 

 

Dimensions 
H x W x D 

 

 

Inches 
24” x 6.8” x 24” 

 
 

Weight 
 

 

180 lbs 
 

 

Warranty 
 

 

30 Day 
 

 

Runtime 
Batteries 

 

 

Optional 
Not Included 

 

 

Price 
 

$ 1,250.00 
 

 
 
 
 

 
 
 
 
 
 

 
Data Sheet: Below 
 
Hardware Description: 
 
Batteries not included. New batteries can be installed prior to shipment for 500.00.  Additional battery cabinet to 
double runtime available. Battery Cabinet Model # RS6-RP1T with new batteries for 800.00 
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Series Options
The PowerWorks RS Series UPS was designed with a wide range of options
that complement performance and provide solutions to special requirements.

Extended Battery Pack and RS Series

Instant Backup Power
In the event of a power failure, your sen-
sitive equipment is constantly provided
with conditioned backup power — no
interruption in system operation!

System Enhancing Options
◆ Extended backup time

◆ Plug and play power connections for
external battery packs

◆ Second communication port

◆ Manual bypass switch (in addition
to built in automatic switch)

◆ Start-on-battery without AC
◆ Interface kits for wide variety of

computers

◆ Various rear panel configurations

PowerLink II SNMP Adapter
Deltec’s optional PowerLink II SNMP
Adapter adds control and monitoring

capabilities for hubs,
routers, and other non-
intelligent devices in
SNMP-based networks.
The MIB II (standard
RFC 1628) compliant
PowerLink II provides
both Thinnet (10Base-2)
and 10Base-T support
and is compatible with
many common network

management systems.

Low Profile Package
Smallest footprint available in its power
range.  Conserves space and is ideal for
any office or computer room.

Remote Emergency Power Off
(REPO)
This feature allows UPS shutdown
from a remote location.

Sophisticated  Communication
Interface
The RS-232 port with six-foot cable
(included with UPS) can be connected
to host computer and is compatible
with Deltec’s LanSafe III and FailSafe
III power management software.  The
relay interface port supports input volt-
age failure, low battery warning, load
on-bypass, and summary alarms to give
user total system monitoring.

Ten-Year Pro-Rated Warranty
Full coverage on an advance exchange
basis for three years along with an
additional seven years of pro-rated war-
ranty coverage.

International Models (RSi)
The PowerWorks RSi models are ideal for sensitive electrical equipment in
countries that have multiple voltages and frequencies (see the Model Selection
Guide).  The flexibility of the PowerWorks RSi enables users to provide
advanced UPS protection in demanding environments for a multitude of
standard and unique applications.

PowerWorks RSi models, in addition to all of the capabilities of the North Ameri-
can RS UPS Series, feature the following:

◆ Isolation transformer

◆ Optional external battery packs provide maximum flexibility

◆ Rack-mount models for equipment racks

Extended Battery
Packs Battery packs
housed in separate,
matching cabinets
provide extended
backup time.  Up to
three battery cabi-
nets may be daisy-
chained with easy
“plug and play”
connections for
more extended
time.  Battery packs for the rack-
mount models, like the main UPS
units, fit in standard 19-inch equip-
ment racks.

To provide maximum flexibility, bat-
teries for the international RSi mod-
els come in separate battery packs.

Second RS-232 Interface on rear
panel allows UPS to communicate to
two different platforms independently.

Remote Power Warning Cable Inter-
face Kits enables the UPS to initiate a
shutdown in the event of a power
failure.  A 25-foot cable is provided.
The interface accommodates AS/400
as well as other operating system
platforms.

Start-On-Battery Allows startup of
the computer network from the UPS
battery in the event of AC line failure.

Remote Distribution
Box Receptacle box
with individually pro-
tected circuits and an
eight-foot line cord
that plugs directly
into rear of UPS.  An
L14-30R receptacle
plate must be installed
on UPS to use this
option.

Rack-Mount The North American
2.1 and 3.1 KVA models (RS) and all
international models (RSi) are avail-
able in an optional rack-mount
configuration.  The unit is supplied
with mounting
brackets for easy
installation into a
standard 19-inch
electronic equip-
ment rack.  The
front panel on the
rack configuration
is mounted hori-
zontally with all
the controls and functions identical to
the standard tower models.

Maintenance Bypass Switch (Panel
Option) Input voltage bypasses the
UPS and goes directly to the connected
equipment if an abnormal condition pre-
vents the UPS from supporting the load.

PowerWorks RS Series Rack-Mount



Windows is a registered trademark of Microsoft Corporation.  OS/2 is
a registered trademark of International Business Machine Corpora-
tion. Novell and NetWare are registered trademarks of Novell, Inc.
Other brand or product names are trademarks or registered trade-
marks of their respective holders.  Due to continuing product improve-
ment programs, specifications are subject to change without notice.

Innovators in Power Protection
2727 Kurtz Street ◆ San Diego, California 92110 ◆ USA
1-800-DELTEC-1 ◆ 619/291-4211 ◆ FAX 619/296-8039
e-mail: info@deltecpower.com
www: http://www.deltecpower.com

Call today for more information.

© Deltec Electronics Corporation 1996, jl6/60-548

Model Selection Guide*
Model KVA Input Output AC Line Cord Recommended Dimensions Weight
Number Rating Voltage (VAC) Voltage (VAC) Option (15') Input Service H x W x D (in) (lb/kg)

RS Standard Hardwired Models (Various input line cords and receptacles available)

RST21 (Tower) 2.1 120 120 5-20P or L5-20P 20 A 16 x 6.8 x 24 125/56.9

RST31 (Tower) 3.1 120 120 L5-30P 30 A 16 x 6.8 x 24 125/56.9

RST32 (Tower) 3.1 120/208 or Same as input L14-20P 20 A 16 x 6.8 x 24 125/56.9
120/240

RST52 (Tower) 5.0 120/208 or Same as input L14-30P 30 A 24 x 6.8 x 24 180/86
120/240

RST62 (Tower) 6.0 120/208 or Same as input L14-30P 30 A 24 x 6.8 x 24 180/86
120/240

RSR21 (Rack) 2.1 120 120 5-20P or L5-20P 20 A 6.8 x 19 x 24 135/61.2

RSR31 (Rack) 3.1 120 120 L5-30P 30 A 6.8 x 19 x 24 135/61.2

RSR32 (Rack) 3.1 120/208 or Same as input L14-20P 20 A 6.8 x 19 x 24 135/61.2
120/240

RS Preconfigured Models (Plug and Play Only; each unit includes 10 NEMA 5-15R receptacles)

RST21-NET (Tower) 2.1 120 120 5-20P (standard) 20 A 16 x 6.8 x 24 125/56.9

RST31-NET (Tower) 3.1 120 120 L5-30P (standard) 30 A 16 x 6.8 x 24 125/56.9

RSR21-NET (Rack) 2.1 120 120 5-20P (standard) 20 A 6.8 x 19 x 24 135/61.2

RSR31-NET (Rack) 3.1 120 120 L5-30P (standard) 30 A 6.8 x 19 x 24 135/61.2

RSi International Models (Batteries sold separately)

RST33i (Tower) 3.1 †One of Hardwired only 15 A 16 x 6.8 x 24 135/61.2

RST53i (Tower) 5.0 **Any of the following: Hardwired only 30 A 16 x 6.8 x 24 180/82

RST63i (Tower) 6.0 the following: 100/100 or 200 Hardwired only 30 A 16 x 6.8 x 24 180/82

RSR33i (Rack) 3.1 200/208/220/ 110/110 or 220 Hardwired only 15 A 6.8 x 19 x 24 135/61.2

RSR53i (Rack) 5.0 230/240 115/115 or 230 Hardwired only 30 A 6.8 x 19 x 24 180/82

RSR63i (Rack) 6.0 120/120 or 240 Hardwired only 30 A 6.8 x 19 x 24 180/82

*All models are 50 and 60 Hz capable and are auto-sensing.  International models utilize any input/output combination of 50 and 60 Hz
frequencies.  **For Japanese voltages (200 V input), derate power by 10%.  †Default is 240 V.  User programmable for other output voltages. Various
plug and play configurations available for standard hardwired North American models. Contact factory for details.

External Battery Packs
Model KVA Rating of Dimension Weight
Number Style Compatible UPS H x W x D (in/cm) (lb/kg)

RS3-RP1T Mini-Pack 2.1/3.1 6.8 x 6.8 x 24 / 17.2 x 17.2 x 61 80/36.3

RS3-RP2T Tower 2.1/3.1 16 x 6.8 x 24 / 40.6 x 17.2 x 61 180/82

RS6-RP1T Tower 5.0/6.0 16 x 6.8 x 24 / 40.6 x 17.2 x 61 180/82

RS3-RP2R Rack 2.1/3.1 6.8 x 19 x 24 / 17.2 x 48.3 x 24 180/82

RS6-RP1R Rack 5.0/6.0 (RSi only) 6.8 x 19 x 24 / 17.2 x 48.3 x 24 180/82

RSi models do not have internal batteries.  Batteries are sold separately.


